


Model 110
This rugged machine is designed for small
parts to v-8 blocks. With a 12 gaosteel
cabinet, a 2 hp. main pump, oil skimmer,
lift out turnable, low water shut off and it's
portable.
• See page 2

Model 112
Made for automotive and light industrial

applications this is a real work horse.
Standard 26" dia. turntable with 32" of

working height. With a 3 hp. pump it has the
power to do the job quick.

• See page 4

Model 113
The same features and working sizes as the
model 112 but is fully insulated and has a
larger fluid capacity. Choose this unit if your
cleaning needs require constant use.
• See page 6

Model 412
With a standard 5 hp. Pump and a 40"

working height we're talking big boys now.
Has many more standard and optional

features available. Turntable easily
handles loads up to 800 lbs.

• See page 8

Model 612
Put up to 1000 lbs. of parts in this power
house. It's 36" dia. turntable and 42" of
working height it will handle just about any
cleaning job with ease. A 7V2 hp. pump
sprays 110 gpm @ 60 psi.
• See page 10

ModelS12
The 812 series machines are available in

6 standard sizes. Up to a 6 ft. dia turntable
with 60" working height and 2000 lbs.

load capacity.
• See page 12



Power Spray Washer Model 110

*Safety - Hot water detergents are far
safer to work with and environmentally safer to dispose of.

*Compact - Portable Design - Approximately the size of a
solvent tank and rolls on optional casters. Fully self contained.

*Full Automatic - Timed cycle allows user to perform other
tasks while parts are washed.

*Cleaner Parts - Dirt, oil and grease, naturally separate from
water and the wash solution remains cleaner and does not
redeposit on the parts.

*Optional Stainless Steel Belt Oil Skimmer - The oil
skimmer removes floating petroleum products.

*Turntable Rotation - The turntable turns the parts to ensure
complete exposure to wash solution therefore a cleaner part.

*Working Height - 18" under the spray bar.

*Optional Hand Brush - A separate pump fed hand brush is
provided for larger parts and special detailing.

*Capacity - 300 lbs.

The model 110is the perfect Power Spray
Washer for the small shop as well as an
inexpensive additional washer for the
large shops overflow work.

The model 110will eliminate the use of a
Solvent Tank.

The 110 rugged, heavy duty welded
construction assures years of trouble free
service and includes key features
resulting in performance benefits.

The model 110 provides a safe and
efficient method to wash parts in both
commercial and industrial applications.

American Made Quality

MODEL 110 SHOWN WITH OPTIONAL CASTERS, OTHER SIZES & OPTIONS AVAILABLE

THE ADr~4N7~4GE

Heavy Duty Construction
Precision Metal Works parts washers are among the heaviest washers available. All structural members are at
least 114inch steel. No casing material is less then 12 gauge steel. Compare the weight of our machine to others
on the market. Heavy = Strong = Durable.
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Model 110 Specifications
Height 52"
Width 40"
Depth 34"
Turntable Diameter 24"
Working Height 18"
Working Load Limit 300#
Solution Capacity 25 Gal.
Standard Pump Motor Size 2 HP
Standard Pump Capacity 36 gpm @ 35 psi
Wash Nozzles 9
Turntable Drive Water Jet
Electric Heating Element(s) 4.5kW
Electric Power Requirement 230v.1 ph. 32 amps
Weight in Pounds 530

110 Model Options
2 HP-230 V 3 Phase Power

Part #
110-10

3 HP-230 V Single Phase Power 110-11
3 HP-230 V 3 Phase Power 110-12
2 HP-460 V 3 Phase Power 110-13
2 HP-575 V 3 Phase Power 110-14
3 HP-460 V 3 Phase Power 110-15
3 HP-575 V 3 Phase Power
Low Water Auto Shut-off Std.
7 Day Heat Timer 110-20
Auto Refill 110-21
Evaporation Cycle wI Low Shut Off 110-22
Oil Skimmer wI 60 Min Timer 110-23
Oil Skimmer wI 7-day Timer 110-24
15" Small Parts basket 110-25
Thermometer 110-26
Stainless Steel Wash Nozzles 110-27
Lower Spray Bar (only w/11 0-36) 110-28
Double Deck Turntable (requires 110-36) 110-31
Heavy Duty Casters 110-35
Deep Lid (Increases Wash Cabinet Height To 28") 110-36
Solution Pump For Hand Brush 110-37
Bag Filter System #4 x 12 Filter Housing 110-39
Wiring Upgrade 110-50
**Paragon Cycle Timer 110-51
**Digital Timers 110-52
**Shop Air Blow Off 110-53
DEMA Injector Valve Water Line 110-54
** these options require the wiring upgrade
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POWER SPRAY WASHER MODEL 112

The Model 112 is the perfect Power Spray Washer for
the small shop as well as an inexpensive additional
washer for the large shop's overflowwork or to isolate
aluminum cleaning.

The 112 rugged, heavy duty welded construction as-
sures years of trouble free service and includes key
features resulting in performance benefits.

The model 112 utilizes a hot water soluble cleaning
agent.

Modell with
optional head rack.

• Labyrinth Door Design - eliminates the need for
expensive replacement seals.

• 32" Work Height - will accept any automotive
block, cylinder head or transmission body in today's
market.

• Door Mounted Turntable - provides easy access
for loading or unloading.

• Nine large steel jets to assure quick, thorough
cleaning.

• 500 lb. Capacity - withstands multi-loading heads,
blocks, transmissions or parts.

• Improved venting of steam.
• Spring loaded drive motor for constant tension.

OTHER SIZES & OPTIONS AVAILABLE

Situated in the rolling farm country of Eastern Iowa. PMW has made a reputation as a high quality manufacturer
of Parts Washers, vehicle lifts and specialty steel assemblies. Serving customers like John Deere. Honeywell,
Oshkosh Truck. Mead Paper, Kohler, Trane and Mercury Marine to name a few. PMW has earned a reputation
for quality and integrity making PMW a sought after partner in manufacturing. and a highly desirable employer.
as our near zero employee turnover bespeaks ....
Qua 1 it " Pr 0 d II C t s fro m Qua l i t y Pe 0 pie.
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Model 112 Specifications
Height 65"
Width 52"
Depth 40"
Turntable Diameter 26"
Working Height 32"
Working Load Limit 500#
Solution Capacity 50 Gal.
Standard Pump Motor Size 3 HP
Standard Pump Capacity 50 gpm @ 45 psi
Wash Nozzles 9
Turntable Drive Motor 1/15 HP
Electric Heating Element(s) 6kW
Power Requirement 230v.1ph. 42 amps

Weight in Pounds 1100

Model Options
3 HP-230V. 3Phase'Power

Part #
112-10

Pump Upgrade to 5 HP Single PH. 112-11
Pump Upgrade to 5 HP 3 PH. 112-12
3 HP-460 V 3 Phase Power 112-13
3 HP-575 V 3 Phase Power 112-14
5 HP-460 V 3 Phase Power 112-15
5 HP-575 V 3 Phase Power 112-16
7 Day Heat Timer 112-20
Auto Refill 112-21
Evaporation Cycle wI Low Shut Off & Heat 112-22
Oil Skimmer wI 60 Min Timer 112-23
Oil Skimmer wI 7-Day Timer 112-24
15" Small Parts basket·· 112-25
Thermometer 112-26
Stainless Steel Wash Nozzles 112-27
Lower Spray Bar 112-28
Head Rack 112-30
Double Deck Table wlSpray Bar (Req. Pump Upgrade) 112-31
Transmission Rack 112-32
Gas Heat 60,000 BTU 112-33
6" HD Casters 112-35
Low Water Auto Shut-off 112-38
Bag Filter System #f, x 18 Filter Housing 112-40
Wiring Upgrade 112-50
-Paragon Cycle Timer 112-51
-Digital Timers 112-52
-Shop Air Blow Off 112-53
DEMA Injector Valve Water Line 112-54
Exhaust Blower 112-55
Turntable Jog Button 112-56
Increased Work Height Each 8" (Reg. Pump Upgrade) 112-60
Extra 24" Basket 1160
- these options require the wiring upgrade
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POWER SPRAY WASHER MODEL 113

The Model 113 is the perfect Power Spray Washer
for the small shop as well as an inexpensive additional
washer for the large shop's overflowwork or to isolate
aluminum cleaning.

The 113 rugged, heavy duty welded construction
assures years of trouble free service and includes key
features resulting in performance benefits.

The model 113 utilizes a hot water soluble cleaning
agent.

• Labyrinth Door Design - eliminates the need for
expensive replacement seals.

• 32/1Work Height - will accept any automotive
block, cylinder head or transmission body in today's
market.

• Door Mounted Turntable - provides easy access
for loading or unloading.

• Nine large steel jets to assure quick,
cleaning.

• 500 lb. Capacity - withstands multi-loading heads,
blocks, transmissions or parts.

• Improved venting of steam.
• Spring loaded drive motor for constant tension.
• Fully insulated cleaning chamber for inexpensive

operation
Model 113 shown with

standard 5 cu. ft. parts basket

OTHER SIZES & OPTIONS AVAILABLE

Door mounted turntable gives unequaled access to the washer. PMW makes moreefficient use of you space by allowing straight in loading with a fork lift.
Door Mounted Turntable = Better Use of Space.
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Model 113Specifications
Height 65"
Width 52"
Depth 46"
Turntable Diameter 26"
Working Height 32"
Working Load Limit 500#
Solution Capacity 70 Gal.
Standard Pump Motor Size 3 HP
Standard Pump Capacity 50 gpm @ 45 psi
Wash Nozzles 9
Turntable Drive Motor 1/15 HP
Electric Heating Element(s) 6kW
Standard Electric Power Requirement 23Ov.1 ph. 42 amps
Weight in Pounds 1250

ModeJ Options
3 HP-230V. 3Phase Power

Part #
112-10

Pump Upgrade to 5 HP Single PH. 112-11
Pump Upgrade to 5 HP 3 PH. 112-12
3 HP-460 V 3 Phase Power 112-13
3 HP-575 V 3 Phase Power 112-14
5 HP-460 V 3 Phase Power 112-15
5 HP-575 V-3 Phase Power 112-16
7 Day Heat Timer 112-20
Auto Refill 112-21
Evaporation Cycle wI Low Shut Off & Heat 112-22
Oil Skimmer wI 60 Min Timer 112-23
Oil Skimmer wI 7-Day Timer 112-24
15" Small Parts basket 112-25
Thermometer 112-26
Stainless Steel Wash Nozzles 112-27
Lower Spray Bar 112-28
Head Rack 112-30
Double Deck Table wlSpray Bar (Req. Pump Upgrade) 112-31
Transmission Rack 112-32
Gas Heat 60,000 BTU 112-33
6" HD Casters 112-35
Low Water Auto Shut-off 112-38
Bag Filter System #6 x 18 Filter Housing 112-40
Wiring Upgrade 112-50
-Paragon Cycle Timer 112-51
-Digital Timers 112-52
**Shop Air Blow Off 112-53
DEMA Injector Valve Water Line 112-54
Exhaust Blower 112-55
Turntable Jog Button 112-56
Increased Work Height Each 8" (Req. Pump Upgrade) 112-60
Extra 24" Basket 1160
- these options require the wiring upgrade
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Power Spray Washer Model 412

Labyrinth door design - eliminates the need for
expensive replacement seals.

40" work height - will accept any automotive
block, cylinder head or transmission body in
,todays market

Door mounted turntable - provides easy
access for loading and unloading.
800 lb. capacity turntable

The model 412 is ideal for commercial rebuilders
and large shops.

5 H.P.pump, 1/15 H.P.turntable gear motor,
12 Kw. electric heat, Insulated cabinet, Electric
lockout, 70 gal reservoir and 5 cu. ft, parts
basket standard

The many options available allow the user to
custom design the 412 to meet all applications.

Contact a P.M.W. distributor for information on
other available models.

OTHER SIZES & OPTIONS AVAILABLE

THE ADVANTAGE OF Seal-less Doors
Precision Metal Works unique labyrinth door design eliminates the need for seals. In parts washer applications
exposed door seals are prone to damage and result in leaking washers and repair costs.
Smart Design = Saves You Aggravation, Money.
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Model 412 & 412ST Specifications
Model 412 Model 412 ST

Height 78" 78"
Width 60" 60"
Depth 41" 61"
Turntable Diameter 26" 26"
'-Working Height 40" 40"
Working Load Limit Pounds 800 800
Solution Capacity Gallons 70 125
Standard Pump Motor Size 5 5
Standard Pump Capacity 90 gpm @ 60 psi 90 gpm @ 60 psi
Wash Nozzles 12 12
Turntable Drive Motor 1/15 HP 1/15 HP
Heating Element(s) 12 kW 12 kW
Power Requirement 230v. 3ph. 45 amps. 23Ov. 3ph. 45 amps.
Weight in Pounds 1500 1700

Model Options
5 HP-230 V 1 Phase Power

Parl#
412-10

7 112 HP-230 V 3 Phase Power 412-11
7 112 HP-230 V 1 Phase Power 412-12
5 HP-460 V 3 Phase Power 412-13
5 HP-575 V 3 Phase Power 412-14
7 1/2 HP-460 V 3 Phase Power 412-15
7 1/2 HP-575 V 3 Phase Power 412-16
7 Day Heat Timer 412-20
Auto Refill 412-21
Evaporation Cycle wi Low Shut Off & Heat 412-22
Oil Skimmer wi 60 Min Timer 412-23
Oil Skimmer wi 7-0ay Timer 412-24
15" Small Parts basket 412-25
Thermometer 412-26
Stainless Steel Wash Nozzles 412-27
Lower Spray Bar 412-28
**Fresh Water Rinse WI Manual Oiverter 412-29
Head Rack 412-30
Double Deck Table wlSpray Bar (Req. Pump Upgrade) 412-31
Transmission Rack 412-32
Gas Heat 60,000 BTU 412-33
Low Water Auto Shut-off 412-38
Bag Filter System #6 x 18 Filter Housing 412-40
Auto Rinse Diverter 412-43
Dual Voltage 412-44
**Shop Air Blow Off 412-45
Exhaust Blower 412-47
HO 12" SS Oil Skimmer 412-48
Wiring Upgrade 412-50
**Oigital Timers 412-51
OEMA Injector Valve Water Line 412-54
Turntable Jog Button 412-56
Increased Work Height Each 8" (Req. Pump Upgrade) 412-60
**Auto Indexing Turntable 412-65
Low Pressure Steam heating 412-80
Extra 24" Basket 1160
** these options require the wiring upgrade
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Power Spray Washer Model 612

The model 612 is ideal for commercial
rebuilders and large shops.

7V2H.P. pump, VlsH.P. turntable gear motor,
12 Kw. electric heat, Insulated cabinet, Electric
lockout, 120 gal, reservoir and 5 cu. ft. parts
basket standard.

The many options available allow the user to
custom design the 612 to meet all applications.

Contact a P.M.W. distributor for information
on other available models.

American Made Quality

Labyrinth door design - eliminates the need
for expensive replacement seals.

42" work height - will accept any automotive
block, cylinder head or transmission body
toda ys market.

Door mounted turntable - provides easy
access for loading and unloading. 1000 lb.
capacity turntable.

OTHER SIZES & OPTIONS AVAILABLE

Larger Components
Compare PMWI S pumps, heaters, and tanks to the competi ti on and you wi 11
notice that we have more horsepower, greater flow rates, greater capacity
tanks and hi gher ki 1owatt heaters. Washer effi ci ency is a functi on of
pressure, flow vol ume and heat. We never cut corners in these areas--
literature, maybe-- components, never.

La r9 ere 0mpo ne nt s = Be tt ere Ie ani n9
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Model 612 Specifications
Height 84"
Width 72"
Depth 52"
Turntable Diameter 36"
Working Height 42"
Working Load Limit Pounds 1000
Solution Capacity Gallons 120
Standard Pump Motor Size 7.5
Standard Pump Capacity 110 gpm @60 psi
Wash Nozzles 15
Turntable Drive Motor 1/15 HP
Heating Element(s) 12kW
Power Requirement 23Ov. 3ph. 50 amps.

Weight in Pounds 1850

Model Options
7 112 HP 230 V 1 Phase Power

Part #
612-10

15 HP 230 V 3 Phase Power 612-11
7 1/2 HP-460 V 3 Phase Power 612-13
7 112 HP-575 V 3 Phase Power 612-14
15 HP-460 V 3 Phase Power 612-15
15 HP-575 V 3 Phase Power 612-16
7 Day Heat Timer 612-20
Auto Refill 612-21
Evaporation Cycle wi Low Shut Off & Heat 612-22
Oil Skimmer wi 60 Min Timer 612-23
Oil Skimmer wi 7-Day Timer 612-24
15" Small Parts basket 612-25
Thermometer 612-26
Stainless Steel Wash Nozzles 612-27
Lower Spray Bar 612-28
-Fresh Water Rinse WI Manual Diverter 612-29
Head Rack 612-30
Double Deck Table wlSpray Bar (Req. Pump Upgrade) 612-31
Transmission Rack 612-32
Gas Heat 60,000 BTU 612-33
Low Water Auto Shut-off 612-38
#6 x 18 Baghouse Filter for 7 112 hp. 612-40
#8 x 30 Baghouse Filter for 7112 he. 612-41
#8 x 30 Baghouse Filter for 15 hp. 612-42
**Auto Diverter 612-43
-Shop Air Blow Off 612-45
Exhaust Blower 612-47
HD 12" SS Oil Skimmer 612-48
Wiring Upgrade 612-50
-Digital Timers 612-51
DEMA Injector Valve Water Line 612-54
Turntable Jog Button 612-56
Increased Work Height to 48" (Req. Pump Upgrade) 612-60
-Auto Indexing Turntable 612-65
Low Pressure Steam heating 612-80
Extra 24" Basket 1160
- these options require the wiring upgrade
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Power Spray Washer Model 812

Standard Features

• Door mounted mechanical drive
turntable, • l;z H.P. turntable motor,
• Front reservoir, • Fully insulated,
• Fresh water rinse with manual
diverter baffle, • 7-day timer,
• Labyrinth seal door, • 18KW
electric heater, • Stainless steel wash
nozzles

Optional Features

• Wheel type oil skimmer, • Head
rack, • Gas heat, • Low water shut
off, • Auto fill, • Bag house filter
system.

The model 812 is ideal for commercial
rebuilders, industrial applications and large
shops.

The many options available allow the user to
custom design the 812 to meet all
applications.

The door mounted turntable design is built to
provide complete accessibility.

Labyrinth door design - eliminates the need
for expensive replacement seals.

American Made Quality

OTHER SIZES & OPTIONS AVAILABLE

100% Manufactured In House
PMW builds its entire parts washers from the ground up in their own modern facility. Though pumps and motors
are purchased, all major assemblies are designed and built by PMW. Because PMW is an integrated
manufacturer, we can easily and quickly respond to your specific parts washer needs.

Integrated Manufacturing = Meet Your Needs
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PMW 812 SERIES WASHERS
SPECIFICA TIONS 812A 8128 812C 812D 812E 812G

Height 102" 108" 108" 108" 108" 108"

Width 76" 80" 88" 96" 110" 120"

Depth 66" 70" 78" 84" 96" 108"

Turntable Diameter 36" 40" 48" 54" 60" 72"

Working Height 54" 60" 60" 60" 60" 60"

Working Load Limit Pounds 1500 2000 2000 2000 2000 2000

Solution Capacity Gallons 225 240 330 400 500 725

Standard Pump Motor Size HP 15 15 15 15 20 20

Standard Pump gpm 190 200 210 225 270 300

Standard Pump psi 65 65 65 65 65 65

Wash Nozzles 26 28 30 32 36 40
Turntable Drive 1/2 HP 1/2 HP 1/2 HP 1/2 HP 1/2 HP 1/2 HP

Electric Heating Element(s) 18 kW 18 kW 18 kW 36 kW 36kW 54kW

Power Requirement (3 phase for all models) 23Ov.82amp 230v.82amp 230v.82amp 400v 70amp 400v 70amp 400v9Oamp

Fresh Water Inlet Size 1/2 NPT 1/2 NPT 1/2 NPT 1/2NPT 1/2 NPT 1/2 NPT

Main Tank Drain Size 2" 2" 2" 2 NPT 2NPT 2NPT

Weight in Pounds 3500 4500 5500 6000 6500 7500

MODEL OPTIONS Part #
20 HP-230 V-3 Phase 812-11

15 HP-230/460 V 3 Phase 812-13

15 HP-575 V 3 Phase 812-14

20-HP 460 V 3 Phase 812-15 I STANDARD

20-HP 575 V 3 Phase 812-16

Pump Upgrade to 25 HP 812-17

230 V 3 Phase Power STANDARD I 812-18

460 V 3 Phase Power I STANDARD
Auto Refill 812-21

Oil Skimmer wI 60 Min Timer 812-23

Oil Skimmer wI 7 -day Timer 812-24

Small Parts basket 15" 812-25

Stainless Steel Wash Nozzles STANDARD

Lower Spray Bar 812-28

Large Head Rack 812-30
Double Deck Table wlSpray Bar 812-31

Transmission Rack 812-32

Gas Heat 812-33
Low Water Auto Shut-off 812-38

#8 x 30 Bag Filter System for 15 & 20 hp. 812-42
Shop Air Blow Off Cycle 812-45
Exhaust Blower 812-47

HD 12" SS Oil Skimmer wI 60 Min. Timer 812-48

HD 20" SS Oil Skimmer wI 60 Min. Timer 812-49

Digital Timers All Cycles 812-51

DEMA Injector Valve Water Line 812-54

Recirculating 2nd Stage w/3 HP Pump, Heat, and Auto Divert 812-56

Recirculating 2nd Stage w/5 HP Pump, Heat, and Auto Divert 812-57

Increased Work Height for each 6" 812-60

Auto Indexing Turntable 812-65

Turntable Jog Button STANDARD

Pressure Control Valve WI Gauge 812-68

Fresh Water Rinse WI Auto Divert 812-69

Z Plate Oil Separator 812-70

Bag house Filter for 25 hp. and up 812-71

Low Pressure Steam heating 812-80
Additional 18 kW Heater 812-85

Extra 24" Basket 1160




